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7924C
4 MIL INKJET CLEAR FILM 
(WITH INTERLEAF PAPER)

DESCRIPTION
7924C is a 4 mil dimensionally stable clear polyester 
film with an optically clear inkjet coated designed to 
provide excellent print performance and still maintain 
the clarity of the film.   7924C is converted with a paper 
interleaf that protects the film from scratches while and 
also enables compatibility with HP and other brand 
printers that search for the media edge before printing. 

PHYSICAL CHARACTERISTICS
Caliper 	 4 mil 
Basis Weight 	 NA
Bond Weight 	 NA
Brightness 	 NA
Haze	 <5%
Finish	 Gloss
Whiteness	 NA 
Smoothness	 NA
Lab Values 	 NA
Base material	 PET Film
Structure 	 Coated
*All values are for reference only

FEATURES AND BENEFITS
- Dimensionally stable PET film
- Gloss finish
- Excellent clarity
- Converting with interleaf paper to minimize scratching
- Available with removable side stripe (34849)
- Pigment and dye inkjet compatibility
- Ideal for color keys and overlays

PRINTER COMPATIBILITY
Aqueous Dye - Epson / Canon / HP  
Aqueous Pigment - Epson / Canon / HP
*For additional information visit www.dietzgen.com

PROCESSING TIPS
- Preferred side out 

FINISHING & PRINTING
- Allow sufficient time for inkjet prints to completely dry
  before rolling, laminating or cutting.
- Use a sharp blade to prevent ink and toner flaking on 
  the edges

SHELF LIFE
2 years from ship date

STORAGE CONDITIONS
Temperature	 50-85° F (10-30° C)
Relative Humidity	 30-65%

OPTIMAL SERVICE ENVIRONMENT
Temperature	 50-85° F (10-30° C)
Relative Humidity	 30-65%
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