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759PSA
7 MIL PHOTO PAPER SATIN PSA

DESCRIPTION
759PSA is an instant dry photo paper with a satin finish 
and a pressure sensitive adhesive. 759PSA features a 
proprietary flexible design to allow for 90° folds without 
cracking as well as a slow curing, permanent adhesive 
to allow for easier application to a variety of mounting 
surfaces.
759PSA  is optimized for today’s wide gamut pigment 
inkphoto quality printers such as Canon, Epson, and HP,
and can also be used on latex printers.

PHYSICAL CHARACTERISTICS
Thickness 7 mil
Basis Weight 240g/m2
Gloss 60° 17
Brightness 99 
Opacity 96%
*All values are targets

FEATURES AND BENEFITS
 - Permanent Pressure Sensitive Adhesive
 - Exceptional Color Gamut
 - Instant Dry
 - Folds Any Direction Without Cracking
 - Great For Packaging Mockups

PROCESSING TIPS
- Preferred side out 

 
SHELF LIFE
2 years from ship date

STORAGE CONDITIONS
Temperature 50-85° F (10-30° C)
Relative Humidity 30-65%

OPTIMAL PRINTING ENVIRONMENT
Temperature 50-85° F (10-30° C)
Relative Humidity 30-65%

PHOTO PAPER

PRINTER COMPATIBILITY

*For additional information visit www.dietzgen.com
*Does not guarantee optimal performanceSIHL IMOLA PSA 3670


